CHAPTER EIGHT

Hazardous Naterialls
Irdentification

Cont-ent:s::
. 704 Fire D anonds
« HAZ MAT | D Si gnhage

Purpose::

Emergency responders nust be aware of any
Hazar dous Materials involved in any energency.
This signage wll help protect energency
responders by identifying hazard types in
| ocati ons where hazardous materials exist.
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HAZARDOUS NMATERIALS [DENTIFIICATIEON
((INFPA 704 FIIRE DirAMOND)

FLAMMABILITY

{Flash Points)
4 = Below 73°F (Class IA liquids)
3 = Below 100°F (Class IB or IC liquids)
2 = Below 200°F (Class Il and A liquids)
1 = Above 200°F (Class I1IB liquids)
0 = Will not burn under typical fire conditions

HEALTH HAZARD
4 = Lethal
3 = Serious or permanent injury
2 = Temporary incapacitation
1 = Significant irritation
0 = No hazard

N

R

4 = Readily capable of detonation

SPECIFIC HAZARD 3 = Shock and heat may detonate
OX = Oxidizer 2 = Violent chemical change if heated
W= 1Jze No Water 1 = Unstable if heated
SA = Simple Asphyxiant Gas 0 = Stable
1. The sign plate shall be square, durable, weather-pr oof, permanently
installed and readily visible. Size to be 15" with 6” lettering or as
determined by the Fire Inspector or Fire Code Offic ial based on hazards.
2. The sign face shall have a reflective vinyl backgro und.
3. Numbers and letters shall be black.
4, Signs shall be posted at locations as required and approved by the Golder

Ranch Fire District.
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FIIRE DEPARTNENT SPECLAL APPLIICATIION
HAZ MAT SIEGN

i 3" o,

ﬁ FIRE DEPT. 2.579" (13/8") LETTERING

ANHYDROUS AMMONIA piiapasiNe
6 (14,000 Ibs.) 1.875" (17/6") LETTERING
EMERG REFRIGERANT EilianaiVe

l CONTROL BOX 2" LETTERING

4-MOUNTING HOLES

The sign plate shall be a minimum of 36x18 inches, durable, weather-proof,
and permanently installed.

Additional kerning between letters as shown.

Number of pounds changes according to system.
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